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[image: image2.png]DNH ABS surface mounting wall

loudspeaker

* Power 6 Watt

* 100V transformer

SPL 1W/1m 90dB

* Dispersion (-6dB) 1kHz/4kHz
170°/50°

* Grey RAL 9002 colour
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	                     BLC  550 T
\[image: image4.png]DNH ABS surface mounting wall
or ceiling loudspeaker

¢ Power 6 Watt

* 100V transformer

* SPL 1W/1m 90dB

« Dispersion (-6dB) 1kHz/4kHz
170°/50°

White RAL9010 colour
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                MA 5420
[image: image6.png]240/360 Watt Integrated amplifier
¢ 4 micro balanced inputs

o 1 auxiliary input with selection
+ 3 output zones, 2 of which
with selection

8 Ohm and 25/70/100V outputs
¢ Pre-out output
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                             MCA 4240 A
[image: image10.png]Power amplifier with 4
independent channels of 316W
each

4 output transformers for
constant voltage systems, with
several output sockets
Frequency response 40Hz-20kHz
Configurations possible 4x316W
RMS, 2x632W RMS, 1x1264W
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- 

[image: image12.png]ABS surface mounting ceiling
loudspeaker with metal protective
mesh
* Dual cone loudspeaker
* Rated power 6 Watt with 100V
transformer
* Frequency response
170-18,000 Hz
* Sensitivity @1W/1m 91dB
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	     STUDIO 2BT
[image: image18.png]Loudspeaker cabinet + Power control rotary switch
* 2-way Bass reflex system with  type regulator and 40 ohm

1" dome tweeter transformer by-pass

* BlackABS (STUDIO2BT)or  » Frequency response 80-20
white (STUDIO 2 WT) Kz, SPL1W/1m 8748

* Rated/Maximum/Power + Complete with adjustable wall
suitable for a 4 Ohm 25/50 mounting bracket
Watt,

+ Power 15/25 Watt with 100V
transformer
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	                     STUDIO 3BT 
[image: image20.png]STUDIO3-BT/WP.

Weatherproof loudspeaker

cabinet

< Bassreflex 2:way

» Black ABS (STUDIO 3-BT/WP)
o white ABS (STUDIO 3-
WIWP) with steel protective
mesh

« 671/2 speaker and 1" dome
fwetor

« Rated power 30 W, RMS with
transt. 100V

Power control rotary switch
type regulator

Frequenoy response 38:20000
He

SPL1W/1m 8348

Complete with adjustable wall
mounting bracket
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	      MA1060M                  MA 1120
Integrated amplifier of nom/max power of 60/90 Watt, with pre-output; 2 balanced micro inputs, with selectable Phantom Power 1 aux input and 1 music input selectable, with volume level and tones control. Te optional music module can be a digital tuner, a cassette player or a CD player. 8 OHm/25V/70V/100V output, pre-out, chime, volume and tones control. It's present also a telephone input, that can be used for alarm signals, with priority on all the other inputs; there is also a contact for chine remote activation. Power supply AC 115V/230V, 50/60Hz e DC 24V. Dim. 88x430x260 mm, weight 8.0Kg.


	

	

	


