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	   MDC7220VDN-2A
- Camera dome de inalta rezolutie, 1/3" SONY Super HAD (540TV Lines), Day & Night, Obiectiv varifocal 3.8~9.5mm DC AI, Sensibilitate: 0.3/0,002 Lux , Reducere zgomot (DNR), Mascare zone private, modul OSD inclus, reglare pe 2 axe
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	  MDC7220FDN
- Camera dome de inalta rezolutie, 1/3" SONY Super HAD (540TV Lines), Day & Night, Obiectiv fixl 3.8mm DC AI, Sensibilitate: 0.3/0,002 Lux , Reducere zgomot (DNR), Mascare zone private, modul OSD optional
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	  MDC4220TDN
Camera de inalta rezolutie, 1/3" SONY Super HAD Color CCD (540TVL), Super DNR, Day & Night (ICR), Mascare zone private, Meniu OSD , 0.0005 Lux, RS485, C/CS 
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	   MDC4220WDN
Camera WDR de inalta rezolutie (120 dB), 1/3" SONY Super HAD Color CCD (540TVL), Super DNR, Day & Night (ICR), Mascare zone private, Meniu OSD , RS485, C/CS
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	  MDC8220FDN-MS
Camera dome antivandalism de inalta rezolutie (IP66), 1/3" SONY Super HAD (540TV Lines), Day & Night, Obiectiv fix AI, Sensibilitate: 0.3/0,008 Lux , montaj aparent
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	  MDC8220FDN-MSN

Camera de inalta rezolutie, 1/3" SONY Super HAD Color CCD (540TVL), Reducere zgomot (DNR), Day & Night, Mascare zone private, Meniu OSD , Sensibilitate 0.002 Lux, C/CS
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	   L-825CNNS4L
1/4" SONY SuperHAD, zoom 22X auto iris/focus, 420 TVL, 0.5/0.05 lux, RS422, 1 V/4W
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	   L-632CNLS3

Camera waterproof color 1/3" SONY 480 linii, 36xIR LED, IR 40m, lentile 4-9mm ajustabile din exterior, iris manual
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	     VS 55 SNH
/3" SONY 540 TVL Built-in 4-9mm Lens LED 48PCS 50M 0 LUX Led on OSD Menu
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	1/3"SONY 540 TVL 4-9mm Manual varifocal lens LED 36PCS 40M LP66
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	/3" SONY 540 TVL Built-in 9-22mm Lens LED 48PCS 50M 0 LUX Led on OSD Menu
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	       IP-105
Camera IP H.264, waterproof, color 1/3" SONY 420 linii,IR LED,lentila 6mm, RS485, audio
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	      DS-2CD852F
1/3" CMOS,1600x1200 (2 Mpixels), H.264, 30fps
    DS-2CD832F
1/4" CMOS,640x480 Pixels(VGA), H.264, 30fps

    DS-2CD892PF(PAL)
535 TVL, Sony HAD CCD, H.264, 30fps, suporta card SD

    DS-2CD812PF(PAL)
480 TVL, Sony HAD CCD, H.264, 30fps, suporta card SD
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	   PS-101
Speed-Dome de interior SONY Day&Night, zoom optic x 10 / digital x 10,  500 /570TVL, sensibilitate 0.7 lux color / 0.02 lux a/n, DNR, 127 presetari, intrari alarma, zgomot redus, viteza 360 grd/sec, suport montaj inclus

	

	[image: image16.jpg]



[image: image17.jpg]™







	PS-301
Speed-Dome de exterior SONY Day&Night, zoom optic x 30, digital x 8, 540TVL, 248 presetari, OSD, sensibilitate 0.4 lux color /0.003 lux, DNR, WDR 52 dB, RS485/RS422 protocol multiplu autodetectabil, 24Vca/2A, temperatura -40/+50 grd.C
  PSH-160F1C
Protectie incinta de exterior, ventilatie + incalzire, pentru PS-301

Wall Mount Bracket
Suport prindere perete pentru PS-301

Ceiling Bracket
Brat prindere tavan pentru PS-301
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	  WTX1200A
Tastatura multifunctionala cu joistick 3 axe, c-da 255 camere
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* Camera video color de inalta rezolutie si sensibilitate (obiectiv de 3,7 mm)

* Microfon cu sensibilitate mare inclus

* PIR functional cu tehnologie "Quad"

* Imunitate la animale 15Kg/25Kg

* Compensare de temperatura

* Design compact

* Sensibilitate ajustabila

* Inaltime de instalare (1.8~2.4m)

* LED ON/OFF Jumper

* Tamper Switch
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	LIT90ESHQ 
 Camera waterproof color 1/3" SONY, 540 TVL,
 varifocal 4-9mm, IR 50M
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	  LIRDBSH   

Dome IR antivandalism 1/3" SONY, 480 TVL, obiectiv fix 3.6mm, IR LED: 20m
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	LIS100SH

  Camera waterproof color 1/3" SONY, 480 TVL, obiectiv fix 16mm/F1.6, 
IR LED: 100m



	

	  
[image: image24]
	  VS-1151SNH  

                  Camera box 1/3 Sony, 540TVL, 0.02lux, Day & Night, 220Vca
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	VS-20SNH-2DNV 

 Camera box 1/3 Sony, 540TVL, 0.02lux, Day & Night, 220Vca
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	VS-1141SNH-2 

 Camera waterproof color 1/3'' Sony color CCD 540TVL, 0 .1LUX, varifocal 4-9mm, 
IR 30m (38 LED), suport cu protectie cablu inclus, culoare alba
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	VS-1129SNH

 Camera waterproof color 1/3" sony, 480TVL, obiectiv 3.6mm, IR 25m (30 LED), culoare alba, suport inclus
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	SD60C01 

 Speed Dome de exterior 1/4" Sony, 480 TVL, 18x zoom optic,12x digital, color 1 Lux, vit. max. 300�/s
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	SD60C25  

Speed Dome de exterior 1/4" Sony Day/Night, 530 TVL, WDR, 26x zoom optic,12x digital, 0.7 lux color, 0.01 lux a/n, vit. max. 300�/s
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	SD60C09   

Speed Dome de exterior Day/Night, 35x zoom optic, 12x digital, color 540 TVL, super WDR, vit. max. 300�/s
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	Tastatura cu joystick 3D, afisaj     Permite controlul DVR �urilor (taste directe pentru Play, Stop, FFD, REW)  1 port RS485, 1 port RS232
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	                              HD-IV860E-CN
1/3"SONY CCD+NEXTCHIP DSP,  4-9MM LENS, 520TV Line, 48PCS  IR LED, 0.1Lux,  color kill, DC12V, 40-50M

LHD-IV860E-BI
     SONY CCD, 4-9MM ASP IR LENS , 540TVL,  48PCS IR LED,  0.001Lux,  DSS (Digital Slow Shutter), DC10-14V,  40-50M
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	                                                            HD-IT380E-BN

1/3"SONY CCD,  4-9MM ASP IR LENS,   520TVL,  36PCS IR LED,  0.01Lux,DC1014V,  30M
HD-IT380E-CN

1/3"SONY CCD, 3.5-8MM IR LENS,   520TVL,   36PCS IR LED,  IR   CUT,  0.005Lux,  DC10-14V,  45M
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	                                        HD-IT380E-BN
   1/3"SONY CCD,  3.5-8MM IR LENS,  520TVL,  36PCS IR LED,   0.01Lux, 

DC10-14V  , 35M
                                                     HD-IT380E-CN

  1/3"SONY CCD,  3.5-8MM IR LENS,  520TVL,  36PCS IR LED,  IR   CUT, 

    0.005Lux,  DC10-14V,  45M
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	                                          MDC6220VTD-42(V2)

- 
Camera IR IP66, 1/3" SONY Super HAD, 580TVL color, 700TVL a/n, 0.15/0.03 LUX, 42 IR LEDs / Day & Night, 2.8-11mm ICR Varifocal DC AI, OSD, 12Vcc
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	                                                              PS-201O
Speed-Dome de exterior 1/4" SONY Day&Night, zoom x 22, 480TVL, 127 presetari, OSD, 1 lux color /0.001 lux (DSS), Pelco-D/P, 24Vca/2A
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